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The Array Pendant celebrates the inherent 
variations of timber through arrangements 
of handmade timber tiles. Designed for 
kitchen islands and commercial spaces. 

increments of 300mm up to 2400mm

73

Dimensions 73w x 57h (mm)

Lengths Increments of 300mm - Up to 2.4m

Material Solid Hardwood, Aluminium, Opal 
Acrylic, LED Lighting

CRI 90

Wattage 14.4W/m

Voltage 24V DC

Lumens Approx. 1700lm per metre (Up + Down)

Install Installed with a remote driver. Must be 
installed by a licensed electrician.

Dimming Phase-Cut (Universal Dimming) 
DALI

Warranty 3 Years

Technical Details

Dimensions

Pendant Array

Length 900mm
1200mm 
1500mm 
1800mm
2100mm
2400mm

Timber Walnut
Maple
American Oak
American Oak - Black Finsih
American Oak - White Oil Finish
Tasmanian Blackwood
Tasmanian Oak
Spotted Gum
Blackbutt

LED Colour
Temperature

2700K
3000K
4000K

Dimming Type Phase-Cut
DALI

Ceiling Plate Small Plate Ø76  
Large Plate Ø106

Ceiling Plate 
Colour

Black
White

Rod Colour Black
White
Brass
Custom Powdercoat 

Drop Length Custom 
(Specify distance from ceiling to 
bottom of pendant)

Array Linear Pendant

300

Ceiling Plate

custom

57

Small Plate
Ø76 x 8 mm

Large Plate
Ø106 x 8 mm
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Array Linear Pendant

Rod Locations 

1300mm

1300mm

1300mm

1300mm

1300mm

1300mm

1000mm

2100mm

1800mm

1500mm

2400mm

2700mm

3000mm

1200mm


