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Tools Required: 
Small flat head screwdriver
Small phillips head screwdriver
Gloves for handling LED strip.

1. Ensure the pendant and mains power is OFF before
proceeding. 

2. Remove the 2 screws              and cover plate.

3. Carefully pull out the 2 orange Wago clips              so you can 
access them to unclip the cables. Unclip one side of the levers on 
the Wago clips, and remove the red and black cables that connect 
to the LED strip.              Leave the other end of the Wago clips 
connected to the suspension cable.

4. Remove the acrylic lens              (a small flat head screw driver can 
be inserted in the end, to pry out the lens)

5. Peel out the existing LED strip              completely and discard.

6. Install the new LED strip by feeding its black and red cable tail into 
the hole leading to the Wago clips. Remove the paper backing of 
the LED strip revealing the adhesive. Stick the LED strip down to the 
aluminium housing, ensuring the end with the cables is stuck down 
first, and at the very edge of the profile. 

7. Connect the red and black tail into the Wago clips - ensuring the 
two red cables are connected together, and the two black cables 
are connected together via the Wago clips. Secure the cables by 
closing the levers. Ensure the cables are securley held by the clips. 

8. Push the Wago clips back into the repair port and secure with 
the cover plate and 2 screws. 

9. Replace the acrylic lens by snapping it back into place. 

9. Test the new LED strip is functioning. Adjust the cable
connections if any issues arise. 

LED Strip Replacement Guide

The Tenn and Umber Pendants feature a repair port for easy installation of a new LED strip. Please contact 
us to request a suitable LED strip replacement and once received, follow the installation instructions below. 
Please note LED strip replacement should be installed by a licensed electrician.


